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The BarOmix Minor 4/3 cubic feet
(120/90 Litres)

Suitable for most mixing jobs on site, farm or nursery,
these rugged compact machines are tremendously
strong. Their output compares favourably with
orthodox mixers, yet this model is light and easily
manoeuvered by one man on to a trailer or pickup, or
upstairs onto scaffolding etc., and can be put to work in
any small or confined space. They have often been
copied but never bettered

BarOmix ‘Petrol & Electric Minors’ are in daily use around
the world: Government Departiments, County Councils
and the Post Office have many in constant use
throughout the Country
Specification:
CAPACITY: 4/3cu. ft. (120/90 litres)
DIMENSIONS: 4’ longx 2' 3" widex 3' 4" high
(1.22m x 0.68m x 1.00m)
WEIGHT: Petrol: 67 kilos Electric: 64 kilos

MIXING DRUM: Made from Spun steel, shaft mounted
on finest quality ball bearings

DRIVE: Custom made gearbox with finest quality gears

machine-cut from solid bronze and high grade steel,

continually running in oil to give trouble-free service

All shafts mounted on finest quality ball bearings

POWERUNIT: 3H.P. Briggs and Stratton 4 stroke Petrol

Electric Motor totally enclosed fan ventilated. single

phase, voltages to suit your requiregments;

Villiers C12 4 stroke petrol

OPTIONAL EXTRA: Heavy duty tubular steel
stand enabling mix to be tipped Into standard

wheelbarrow



4/3 Commodore

The BarOmix Commodore 4/3 cubic feet
(120/90 Litres)

Basic Specification: {all models)
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Petrol or electric (for diesel version add app I'oxlmaTEIy' 65 kilos).

ENGINE OPTIONS:

BATCH CAPACITY:




ENGINE OPTION: Lister LT 1 Diesel (handle start)

Petter AC1Z5 Diesel (handle start): Villiers Petro
Electric Motor — Single f

Phase 110v or 240v

The BarOmix Commodore 5/372 cubic E?TEH? SFACF: f (150 Litre)
feet (150/105 Litre) Mixed Wet:  3Vocu. ft (105 Litre)
o FOUR WHEEL FAST HIGHWAY
Filling the gap between the larger mixers and our smaller DIMENSIONS: MODEL TOW MODEL
4/3 cu. ft. (120/90 Litre), the Commodore 5/3'4model is LENGTH: 1.60m (63" 2.26m (83")
available with either Diesel, Petrol or Electric drive WIDTH: = 1.2

: 5 5 HEIGHT: 1.52m (607
These machines are optionally fitted with either Steel, DRUM MOUTH
Pneumatic or Rubber cushioned wheeals. The | ng DIAMETER: 0.43m (177 0.43m {17
wheels are mounted on a tumtable fitted with drawbar LOADING HEIGHT: 1. 14m (457 1.08m (43°)
pabd et i paliiiindne - ol s S g DISCHARGE
:.'I-l_";\..l ?ur:-._.-l gaseof movement around the site, onand o HEIGHT:
venicies € b = : : WEIGHT:
It is a mixer designed for really hard work, capable of a
very high output, and will comfortably keep a consider-
able number of bricklayers supplied all day. To facilitate
the work of the operator, the drum can be loaded and
discharged from either side, with a choice of two loading
positions and locked in the inverted position when not in
use
Lightness and compact design combined with
balance enables the Commodore 5/3v(150/105 litre) to
be moved about with remarkable ease for a mixer of its
size. A Fast Highway-Tow mode! also available (as
llustrated).
Specification:
WHEEL OPTION: Four Steel (Plain bore
Preumatic (16" x 4" with roller bearings)

ed (16" x 4" with roller bearings)
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7/5 Commodore

The BarOmix Commodore 7/5 cubic
feet (210/150 Litre)

r.is similar in design and
ne very popular 5/3%mixer
a tumtable, fitted

machine easy to
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SPECIFICATION:
WHEEL OPTION: Four Steel (Plain bore): Four

Prneumatic (16" x 4" with roller bearings): Four Rubber

cushioned (16" x 4" with roller bearings).
!ENGINE OPTION: Lister LT1 Diesel (handle start)
Petter AC1Z5 Diesel (handle start): Electric Motor —

Single Phase 110v or 240v.

BATCH CAPACITY:
7 cu. ft. (210 litres)
t. (150 litres)

FOUR WHEEL FAST HIGHWAY
DIMENSIONS: MODEL TOW MODEL
LENGTH: 1.66m (65") 2.31m (91"
WIDTH: .91m (36" 1.27m (50"
HEIGHT: 1.56m (61"
DRUM MOUTH
DIAMETER: 0.43m (17 0.43m (17
LOADING HEIGHT: 1.17m (48" 1.12m {44~
DISCHARGE i
HEIGHT: 0.66m (267 0.58m {23
WEIGHT: 440kg 00k
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10/7 Commodore

The BarOmix Commodore 10/7 cubic
feet (300/210 Litre)

OPTIONAL EXTRAS: WATER TANK-
{Skip Fed Models) SEMI AUTOMATIC:
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SPECIFICATION {Sklp fed modeis}
BATCH CAPACITY ;

ENGINE OPTION: | ;'_'
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DIMENSIONS:
LENGTH:

* WIDTH:

HEIGHT:

DRUM MOUTH
DIAMETER:
LOADING
HEIGHT:
DISCHARGE
HEIGHT:
WEIGHT:

* Dimensions with skip in raised shipping position
i.e. disconnected from ram and positioned over
mixing bowl.

SPECIFICATION:
BATCH CAPACITY:

300 Litre 1":'_'\_ Imixed

ENGINE
WHEEL GPTIUN

tyred 16" (Roller bearing
{Roller bearing hub)
DIMENSIONS:
LENGTH:

WIDTH:

HEIGHT:

DRUM MOUTH
DIAMETER:
LOADING HEIGHT:
DISCHARGE
HEIGHT:

WEIGHT:



Powerbarrows

On building sites the BarOmix Powerbarrow fills the gap between the ordinary hand barrow and the dumper, will
travel along scaffolding, and through doorways and passages. On the farm and nursery it is essential for moving
those awkward loads in and out of barns and greenhouses. Equipped with the optional platform skip to transport
boxes and crates, it's use in the factory is equally obvious. Models fitted with front scraper blade will quickly clear a

mud or slurry.

Powerbarrow Mk1
The Mk1 machine
over the roughest ground or
muddiest site and climb gradients
without the aid of tracks or planks
and with little effort from its
operator

Specification:

- & Stratton 4

ENGINE:

DIMENSIONS:

will travel easil

WIDTH: ¢

HEIGHT:
WEIGHT:

45"

GROUND
CLEARANCE: ©°
MAX. SPEED: 3'=mph

.:In'l'w_-:

our st Pattar 4A1 diesel,
handle st Villiers F.15 petro

GEARBOX: / ©

the same principle as a tractor
Machine cut gears including reverse
as standard equipment. Drive
through differential
DRIVE: Belt, via ful
centrifugal clutch and torgue
convertor, Jockey pulley tensic
PARKING BRAKE: © diameler
hand controlled internal expanding
drum brakes fitted to both wheels.
WHEELS: Two 4.00 = 12 Tractor
tread tyres

CONSTRUCTION: Weidad anc

axle

v LENGTH: 72"(53" With handles removed)

(Petrol) 160 Kilos
(Diesel) 220 Kilos

CAPACITY: Scubicieet | 150 Litres) or 7 cubic feet (200 Litres)

OPTIONAL EXTRAS: Castor W

models), Scraper Blade, Platform Skip, Rider Control Unit.

Powerbarrow Mk 2 Major
Basically the same design as the MK 1 machine the Mk 2
Major Powerbarrow will fulfill the same tasks as the MK 1
but under less arduous conditions.
Specification:
ENGINE: Briggs & Stratton 3 H.P. four stroke petrol.
GEARBOX: A completely self contained unit incorporat-
ing chassis members and engine platform on the same
principle as a tractc
Drive through differential axie.
DRIVE: Belt, via fully automatic centrifugal clutch
PARKING BRAKE: "ot ¢ '
WHEELS: Two4.00 x 8
CONSTRUCTION:
throughout with detach
(3mm) steel p '
CAPACITY: 5 cubic feet
OPTIONAL EXTRAS: Cas!
DIMENSIONS: LENGTH /-
WIDTH
HEIGHT ¢
WEIGHT 100 Kilos
GROUND CLEARANCE ~
MAX SPEED ' m.p.h.

and bolted construction
2 handles. Body of 14 gauge
| top and comers

or. Machine cut gears, forward and reverse

Basic Mk1
Powerbarrow fitted
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Powerbarrow Mk2

Similar to Mk2 Major mac
drive operates on one
Ideal for use where grg

tained unit
members

d qing’ platform on
'pas a ftractor,

forward anly as
nt. Drive through

=1 As Mk2 Major
PACITY: As Mk2 Major
PTIONAL EXTRAS: As Mk2 Major
DIMENSIONS: As Mk2 Major
WEIGHT: As Mk2 Major



Tried and frusted

Tried and trusted. That's BarOmix. A range of concrete mixers and powered wheel-
barrows with a proven record of success. Built to meet the heavy demands of the modern building-
site. Tough enough to take the knocks yet carry on doing the job. And do it well.

BarOmix have a comprehensive range of mixers, with models suitable for any job large
or small, including trailer towing versions for Public Works and Mobile Units. Throughout the whole
range, the same high standards are apparent - standards that have made BarOmix one of Britains
leading manufacturers and exportersin their field.

Sturdy construction, sound engineering and reliable performance are the hallmarks of
machines which assure many years of reliable service and top quality mixing.

SECOND TONONE SPARES SERVICE = GUARANTEE (U.K. ONLY)

We endeavour to despatch all spare parts on the same All mixing machines are guaranteed for a period of twelve
day that the order is received providing thattelephone/  months from date of purchase. Plant hire guarantees
telex orders reach us in adequate time. operate for a period of six months. Proprietary parts fitted
to our machines are guaranteed separately by their
respective manufacturers,
This guarantee does not affect the statutory rights of
the Consumer.

GORDON B. DAVENPORT

In pursuanca of our podcy of continual improvament, we resane the right 1o amend designs and speciffcations aMma ! | :' r
without prior notice, andfor the purpose of the Trage Descriprions Act, all 2i7es and dimensions must be taken
a5 approximaie. |

= Specialist
field Garage
*HREWSBURY  TEL, & 2950
BAROMIX LIMITED

in association with YORK FORGE & WELDING CO. LTD. Established 1934.

Birch Abbey Works, Bleachfield Street, Alcester, Warwickshire, England, B49 5BD.
Telenhone: Alcester (07891 762193 Telearams: “Yorkweld'. Alcester B49 SAN Telex: 311755



